Product Bulletin

Fibreglass Clarifiers

Introduction

The GR upflow sludge blanket clarifiers are designed to provide effective sedimentation in a variety of

applications including potable water treatment and industrial and sewage effluent treatment.

Technical Specifications

polyester/isophthalic resin
with uPVC inlet, outlet and
desludging pipework.

polyester/isophthalic resin
with uPVC inlet, outlet and
desludging pipework.

Item Specification
GR 15 GR 6 GR 3
Material of manufacture | Moulded glass reinforced | Moulded glass reinforced | Moulded glass reinforced

polyester /isophthalic resin
with uPVC inlet, outlet and
desludging pipework.

Clarifier diameter 3 000 mm 2 180 mm 1 500 mm
Clarifier surface area 7 m? 3.66 m? 1.76 m2
Clarifier height 3 600 mm 2 500 mm 2 000 mm
Clarifier volume 19 m@ 6.6 m3 2.5 m3

Maximum operating
pressure

Atmospheric pressure

Atmospheric pressure

Atmospheric pressure

Maximum operating
temperature

45 °9C

45 6;

45 °C

Recommended upflow
rate

Up to 2.2 m/hour

Up to 2.2 m/hour

Up to 2.2 m/hour

5 mx5mx4.5 m high
should be allowed

4mx4mx3.5 m high
should be allowed

Desludging details The desludging is done The desludging is done The desludging is done
through a 110 mm PVC | through a 63 mm PVC through a 50 mm PVC
pipe pipe pipe

Clarifier mass when 400 kg 1890 kg 150 kg

empty

Clarifier operating mass | 18 400 kg 6 790 kg 2 650 kg

Clarifier footprint An area of An area of An area of

256mx25mx 25 m
high should be allowed

Pipework sizes

The inlet, outlet and
desludging connections are
110 mm PVC

The inlet, outlet and
desludging connections are
63 mm PVC

The inlet, outlet and
desludging connections are
50 mm PVC
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